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Fig. 2A 
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Fig. 2B 
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Start Origin-Adjusting Mode 
Select Joint to Be Adjusted 



301 



Display Indication for Requesting to Disable Positioning Member 
203 to Contact Contact Point 204 
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Display Indication for Requesting to Enable Positioning Member 
203 to Contact Contact Point 204 
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Display Indication for requesting Operation for Having Arm Return ^^306 
to Stand-By Position for Adjusting Origin 




Display Indication for Requesting to Disable Positioning Member 
203 to Contact Contact Point 204 
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Confirm That Positioning Member 203 Cannot Contact Arm 201 
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Fig. 4A 
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Origin-Adjusting Mode 

Please Select Joint to Be Adjusted 
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Fig. 4B 
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Move to Position tor Adjusting Origin 

Please Cause Positioning Member Not to Protrude 

Then, Press Start Key 



Fig. 4C 



402 



Positioning Member Is to Be Searched 
Please Enable Positioning Member to Contact 
Then, Press Start Key 



Fig. 4D 
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Arm Is to Return to Stand-By Position 
Please Press Star Key 



Fig. 4E 
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Detaching of Positioning Member Is to Be Confirmed 
Please Cause Positioning Member Not to Protrude 
Then, Press Start Key 



Fig. 7 




